
A1
Keeping Millions of Windows Closed For Over 65 Years
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Hardware Accessories
Selection Guide

Choosing the correct accessory in this section does not require any information from the specific window profile.
However, it is important to note that many of the following parts look very similar. Please refer to the notes about
which components these accessories are designed to work with. Proper accessory selection will result in optimal
hardware performance.
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234 992
series

This sash pole features an aluminum pole and
is fitted with a rubber bumper on the lower
end. For use with the 231 006 pole hanger.

232 001

This pole hook is also available for customers who
wish to make their own sash pole assemblies.

“A” Dim
Pole Length Part Number

4 feet
1.2 m

234 065

6 feet
1.8 m

234 060

8 feet
2.4 m

234 064

10 feet
3.0 m

234 069

12 feet
3.7 m

234 070

14 feet
4.3 m

234 098

16 feet
4.9 m

234 071

231 006

This pole hanger is used to store the
234 series sash poles on the wall and
prevents the poles from falling.
Typically used with an aluminum
sash pole.
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234 994
series

This wooden sash pole is made from hickory
and features a rubber bumper on the lower
end. For use with the 231 002 pole hanger.

232 004

This pole hook is also available
for customers who wish to make
their own sash pole assemblies.

“A” Dim
Pole Length Part Number

4 feet
1.2 m

234 043

6 feet
1.8 m

234 044

8 feet
2.4 m

234 045

10 feet
3.0 m

234 046

12 feet
3.7 m

234 091

14 feet
4.3 m

234 062

231 002
This pole hanger is used to store
the 234 series sash poles on the
wall and prevents the poles from
falling. Typically used with a
hickory sash pole.
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233 001
These pole rings are used on hopper or hung windows to operate the out of reach sashes with
a sash pole. These rings are used to open or close the window in place of the ring handle.
The use of these rings avoids bending and damaging pole operated handles.

233 002

233 003

233 017
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235 001

233 005

Similar to the previous pole rings, these rings are used to open or close the window in place of the ring
handle. Use of these rings avoids bending and damaging pole operated handles.

235 002

These pole rings require a hole or mortise to allow
insertion of the pole hook for proper operation.
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243 001

This handle may be used as a lift on hung windows
or as a pull on casements as applicable.

243 002

The large width on this pull allows for a
comfortable grip and easy use.

243 018

This extremely popular part is a lift for hung
windows, but may be used anywhere a small sturdy
lift is required.
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243 003
This low profile pull is typically
used on French casements where a
cremone bolt is used on the active
leaf.

141 001
This gasket is used with our 156 and 158
series project in handles with a diamond
base and provides a better window seal
around the hardware.

141 002
This gasket is similar to the 141 001,
but has a larger hole for handles with
a longer lug.

141 004
141 015

These gaskets are designed for the Bronze Craft
255 series roto operators. The 141 015 features an
adhesive back to keep it in place while assembling
the roto operator to the window. The 141 004 has
no adhesive.
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141 005This gasket is used with 144 and 146 series
handles and 134 series latches that feature
a smaller latch.

141 003

This gasket is for pushbars with 1 3/8” mounting
holes for improved air and water sealing.

141 006

This gasket with a larger opening is used with
144 and 146 series handles and 134 series
latches that feature a long latch.

141 009

This gasket is for pushbars with 1 7/8” mounting
holes for improved air and water sealing.
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154 001

154 002

This handle is similar in function to the 154
001, but offers a straight design.

This 90 degree removable handle is used to operate our custodial
lock fasteners. The open end wrench securely fits in the slotted
sides of the 176, 179, and 182 series locks. The 90 degree grip
position allows use in confined locations. The allen wrench end
fits the security set screws to open the lock. These are generally
ordered in quantities needed by building maintenance staff. Also
available with a hex with hole for pinned security screws, 154 016.

220 001
This key is used with select
Bronze Craft concealed locks and
features a hole to fit on a key ring.
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220 002
This key is used to operate many Bronze Craft 113
series concealed locks. Also available with a 1/8”
drilled hole for pinned security screws, 220 041.

This key is used to operate 297 and 298 series vent locks and
concealed locks. It is also available in two hex sizes and with
or without drilled hole for security pins.

“A” Dim
Hex Size

“B” Dim
Pin Hole Part Number

7/32”
5.6 mm

1/8”
3.2 mm

220 019

7/32”
5.6 mm

None 220 004

1/4”
6.4 mm

9/64”
3.6 mm

220 020

1/4”
6.4 mm

None 220 039

220 series

220 064

This key is similarly used to operate many Bronze
Craft 113 series concealed locks, but features a
straight design to easily fit on key rings. Also
available with a 7/64” (2.8mm) drilled hole for
pinned security screws, 220 010.
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