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I General characteristics

General

* New totally clampable CHRONO 20110 turn system.
* All parts are made of non-corroding materials.
* Size range:
- vent width: 400-1700 mm.
- vent height: 600-2400 mm.
- vent weight: max. 90 kg (up to 130 kg provided that two
additional thread forming screws are used).
- adjustment range of each rod: 50 mm.
- handle height: A = min. Fh/3, max. 2Fh/3
- ratio of vent width Fb [ vent height Fh = max. 1.5
* The CHRONO system has been tested in accordance with
following standards:
- European standard EN12207, EN12208, EN12210 and
EN12211 for windows 50 m or more above the ground.
- German standard RAL-RG 607/3 : Class F130-9 min. 34.5
* The system is suitable for profiles with the following Fb, Fh
dimensions: see drawing

min.7, max.10

X R=max. 2m
min. 19.9 ‘

Quick assembly

* Very quick assembly by means of:
- new revolutionary rod connection system.
- special connections between the different components.

4
- final connection piece is clipped over the fork of the handle. /mm c“i“

‘| aiitercichen

)
- clamping wedges positioned with jigs. Drehkippbeschlige |
- pre-assembled components and screws. \_/
. . F130-9
- easy access to fixing and adjustment screws.

_—

Connection rods in synthetic material

® The system consists of 8 rods with different lengths, made of
a solid, non-absorbing, fibre-reinforced synthetic material,
which offers the following advantages:
- quick assembly by the special toothed connections
- no rattling
- no more time-consuming rod operations
- inaccuracies while sawing and punching are eliminated
- adjustment range of each rod is 50 mm

- inaccuracies while manufacturing the window can be
overcome by the connection rods, which allow a maximum d
error margin of 8 mm in height (Fh) and 4 mm in width (Fb)
%
30000-250 m
30000-300
. . N . . 30000-350
* The rods in synthetic material incorporate locking points as 30000-365

standard which serve as an additional centre locking point 30000-400

for wider and higher windows. Additional locking points on
plates are no longer necessary.
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Corner transmissions

® For assembly purposes the corner transmissions are provided with a
snap-off pin to position the bolt in turn position until the first operation.

Hinges
* The windows can be provided with adjustable or non-adjustable hinges.

® The vent part of the adjustable top hinge is hooked into the adjust-
ment piece of the hinge and fixed by 2 screws.

* The vent part of the top hinge is provided with a positioning clip to set
the correct fixing position of the adjustment piece.

* Horizontal (-1 to +1 mm) and vertical (-2 to +2 mm)
continuous adjustment of bottom hinge is possible after
installation.

® Fast and easy fixing of the bottom hinge pin without any
tools.

® The frame parts of the hinges are provided with pre-assem-

bled clamping plates and fixing screws. +)
* The clamping plates are provided with a break-off device i R
which keeps the clamping plate in the correct position while -2
mounting. The device will break off when tightening the
SCrews.

* For other hinge options see page B.1.6.

Connection piece

* The connection piece, in synthetic material, is
finally clipped in the groove over the handle fork.

* The connection piece allows an error margin of
8 mm of incorrect positioning of the handle.

Run on rests

® Frame run-on wedge in synthetic material which is
easily clipped into the frame groove. The wedge is
kept in position by the lower wedge.

® Vent run-on rest in synthetic material which is
easily clipped into the vent groove. A spring loaded
clip positions the bolt in turn position and avoids
rattling of the bolt.
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2 Base set n° 20110

Vent width Fb = 400-1200mm
Vent height Fh = 600-1200mm

30140-800

30000-700

30000-600

+20000-620

@

=7
[ — -

—20000-620

30000-600

r— 30000-690

CHRONO 20110
SIDE HUNG OPEN IN
WINDOWS

Side hung
open in windows

30000-659

20110
2 | 20000-620 bolt zinc alloy + st. st.
1 | 30000-600 vent run on rest synthetic material
2 | 30000-690 screw stainless steel
1 | 30000-700 connection piece synthetic material
1 [30110-610 frame run on wedge | synthetic material
1 [ 30140-800 wedge zinc alloy
1 [30140-810 bolt wedge zinc alloy

Set used with lockcase n° 30000-720 or n° 30000-721

20111
2 | 20000-620 bolt zinc alloy + st. st.
1 | 30000-600 vent run on rest synthetic material
1 [30110-610 frame run on wedge | synthetic material
1 | 30140-800 wedge zinc alloy
1 [30140-810 bolt wedge zinc alloy

i

L3

o

PO
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3 Centre locking sets n° 30140-800 and 20140-35
Vent height Fh = 1201-1800mm Vent height Fh = 1801-2400mm
30140-800 T @ /0
. d !
b dy
S W7
NG
& 1 |
K @i |
- o f
® ¥ : /
1 1@: \//
h 30140-800
?‘;1 S ///\\ H(Zﬁ
d o
‘ @“j\/ l L
G |
i e | J %@
O
/
L
(3
\ 20110 20110
+ + 30140-800
30140-800 +
1 |30140—800 |wedge |zinc alloy 30140-800
1 |30140—8OO |wedge |zinc alloy

- Windows with vent height from 1201 to 1800 mm require an additional wedge n° 30140-800.
- Windows with vent height from 1801 to 2400 mm require an additional wedge n° 30140-800.

Vent width Fb = 1201-1700mm

. 30140-800—E3
T

0.8

(
30000515 20110 | - Windows with vent width from
+ 1201 to 1700 mm require an
20140-35 additional centre locking set
2 [30000-515 | corner transmission | zinc alloy + st. st. n° 20140-35.
m 2 [30140-800 | wedge zinc alloy

<&=8—30140-800
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20140-750 and 201
Fb = 400-1400 mm
Vent weight < 90 kg
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40-760

20000-750-4 =-30140-760-3
4000-150-2 =+120140-760-1
4200-150.6
F-4200-150.3
@-30140-760-3
— —

Fh>1800
Rl

"0140-760.
L20}/40-/ ) s
20000-760-4 R

=-20140-760-1

CHRONO 20110
SIDE HUNG OPEN IN
WINDOWS

Side hung

20140-751, 30140-760, 20140-752
Fb = 400-1700 mm
Vent weight < 130 kg

open in windows

30000-760-5

n° 4 20000-751-1 L
v =T

~20000-751-3

30140-760-2

ra0140-760,
130140760 5740 750-3

I

30140-790 .
" §30140-790-1 |
B |

|

30140-750-1
A | 30140-790-2
20140-75L, L=
- If >90kg
and/or
30140-750- Fb>1400mm
. — 71
(20140-752 |
| &
Fnp1200
- — 7
(20140—752 |
- ag
LFh)qu _

3oé%€f%§;§$'w Plate 30000-760-5
30000-760-1 only for Aliplast
30000-760-4 with eccentric

corner cleats

4200-150.6 (order separately)
| il
mri| L d
+7 - % X -1
-zi e
4000-1 = -
30000-760-3 T 30000-760-2
Top hinge n° 20140-750 Adjustable top hinge n° 20140-751
1 | 4000-150.2 vent part aluminium 1 [ 20000-751-1 vent part brass
2 | 30000-760-3 | screw stainless steel 2 | 20000-751-2 | screw stainless steel
1 | 20000-750-4 | clamping plate zinc alloy 2 |20000-751-3 clamping plate zinc alloy
1 | 4200-150.3 hinge pin stainless steel 1 | 30140-750-1 frame part aluminium
1 120140-760-1 frame part aluminium 1 | 30140-750-2 hinge pin stainless steel
2 | 30140-760-3 | cap synthetic material If Fo>1400 mm and/or vent weight >90 kg:
2 | 4200-150.6 bush synthetic material + reinforcement set n° 30140-790
Bottom hinge n° 20140-760 Adjustable bottom hinge n° 30140-760
1 | 4000-150.2 vent part aluminium 1 | 30000-760-1 vent part aluminium
2 | 30000-760-3 screw stainless steel 1 | 30000-760-2 hinge pin stainless steel
1 | 20000-760-4 | clamping plate zinc alloy 2 | 30000-760-3 | screw stainless steel
1 | 4200-150.3 hinge pin stainless steel 1 [ 30000-760-4 | clamping plate zinc alloy
1 |20140-760-1 frame part aluminium 1 | 30140-760-1 frame part aluminium
2 [ 30140-760-3 cap synthetic material 1 | 30140-760-2 adjustment bearing piece | zinc alloy
2 | 4200-150.6 bush synthetic material 1 | 30140-760-3 cap synthetic material

Hinge wedge n° 20140-752
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4208-220 and 4208-221 4208-320 and 4208-321
Fo = 400-1000 mm Fb = 400-1200 mm
Vent weight < 75 kg Vent weight < 80 kg
Order code 4208-220 | 4208-221 | 4208-320 | 4208-321 =
ﬂ | G 45 5 4.5 5
G| Fh=max. 1200 mm 2 hinges
Fh=1200-1800 mm 3 hinges
Fh=1800-2400 mm 4 hinges ﬂ

® Finish of all hinges: aluminium anodised or polyester powder coated
(more than 250 RAL colours).

5 Special accessories

Reinforcement set n° 30140-790

- For windows with vent weight between 90 kg and 130 kg
and Fb > 1400 mm the reinforcement set n° 30140-790

must be used to reinforce the adjustable top hinge

n°® 20140-751. Kﬂm-m-w
- The M4x10 thread forming screws must fix into at least | g

6 mm of aluminium. @ ?s
- Drilling jig n° 4000-395 is available for 1*

drilling the holes. 30140-790-2

30140-790 )

30140-790-1 reinforcement piece zinc alloy

30140-790-2 thread forming screw | stainless steel |- H 11

Window stay n° 30140-901, -902 or -903

- The window stay restricts the opening angle of the window in turn position.

- The window stay should be used for safety purposes or where the opening arc may be obstructed.
- The position of the stay will dictate the opening angle of the window.

- The window stay is detachable by turning rivet R with a 4 mm hexagon key.

- The window stay has an incorporated adjustable friction by tightening the screw S, which can hold the vent in
any turn position.

4000-395

N

X

Fo=mm |Order code | Y | X
450- 600 | 30140-901 | 160 |35
601-1300 | 30140-902 |270 |45
1301-1700 | 30140-903 [ 370 |80

30140-901

or )
30140-902

or
30140-903

- Dimension X restricts the Q
opening angle at + 90°.
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6 Selection of rods n° 30000

h y
1 1

* The adjustm
ent range of e
ach rod is 50
mm.

Thr®

7101-1200
Pﬁ?e
7011300 | 400 §01-650
\ 1301-1400 100 + 365 g51-700 | 100 * 365 1301-1400
@\ 707-1500 | 190 + 36 T07-750 | 190 + 385 ~701-1500 | 200 + 36 701-750
e N\ T507-1600 | 200 + 36 J51-800 | 200 + 36 re07-1600 | 260 + 6 T51-p00 | 200 + 36
goT-T700 | 250 + 36 507-850_| 260 + 365 507-1700 | 300 + 36 301-850 | 300 + 360
g51-900 | 900 + 365 77-7800 | 360 + 362 551900 | 390 + 360
50771900 | 400 + 36 901950 | 400 + 369
100 + 2x365 g51-1000 | 100+ 2369
150 + 2x365

901-950 350 + 365
951-1000 200 + 369 1901-2000
1001-1050 700 + 2x365 2001-2100 150 + 2x369 1001-1050
750 + 2x365 2101-2200 200 + 2x369 1051-1100 200 + 2x365
2201-2300 250 + 2x365 1101-1150 250 + 2x365
1151-1200 300 + 2x365

[1051- 112
1101-1150] 200 * 2x365
[1751-12001250 * 24365 Eéﬂ?l:%ﬁ?Q,_QQQ_i_ZZEEEL [1151-1209]
1201-1250{300 * %365 ngl:l%%l;gﬂl:_gfééi
1251-1300 [ 350 * 2x365 1251-1300 [ 400 * 2x365
1301-1350 400 * 2x365 jggl:lggljggﬂiﬂg&ggi
(13011992
i 1351-1400 (100 * %365 1351-1400 150 * 3x365
A=Fh/2 12011450 |150 * 3x365 1401-1450 |200 * 3x365
12511500 200 * 3¢365 1451-1500 |250 * 34365
1501-1550 250 * 3x365 15011550 300 * 34365
1551-1600 [300 * 3%365 1551-1600 |350 * 34365
0000-

A 3

|t —
Fh Fh
[él;izj [é[fé;]

AsFh/2
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7 Wedge positions

///\ * The positioning of the wedges can be
S\ \\ carried out very accurately and fast by
> means of a jig set n° 30000-950. See
:J\ M page B.1.14.

ol “ * Note: the drawing only shows the

N\, } situation when the handle is in the

\ | middle (A = Fh/2).

Fb>1200
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8 Handles

Handle n° 30000-659
and n° 30000-659 CYL

throw X=17 mm
by turning 90°

n° 30000-659

B.1.10 23 CHRONO 20110
o Sobinco ra:a203e e 51 SIDE HUNG OPEN IN
WINDOWS

| 8

n° 30000-659 CYL v

Side hung
open in windows

® The same handles can also be used for turn-tilt and
tilt-turn windows. Therefore side hung open in, turn-tilt
and tilt-turn windows can be used next to one another
with the advantage of having the same appearance.

® Finish: grip in aluminium and base in zinc alloy, always
polyester powder coated (more than 250 RAL colours).

® The cylinder locking handle can be locked in closed

position.

Fixing holes see page B.1.14.

Cover n° 20000-659-6

- Cover to restrict the handle movement at 90°.

- Suitable for
all handles.
- Non-handed.

3-8
- Order separately.
L

&Y

.

_>

/

®

Handle n° 30000-657
and n° 30000-657 CYL

P

throw X=17 mm
by turning 90°

v n° 30000-657 U

b
q

n° 30000-657 CYL U
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Clip-on handle n° 4000-209

The clip-on handle n° 4000-209 can only be used in combination with lockcase n° 30000-720, see page B.1.15.
The grip can very easily be clipped on the base, so windows without handle can be stacked and transported

to the building site much easier.

The compact base provides a better aesthetic look.
Finish: always polyester powder coated in more

than 250 RAL colours.

Handle n° 30000-656 and
n° 30000-656 CYL

N

open in windows

g3

128

140

~)

throw X=17 mm
by turning 90°

n° 30000-656

Y

n° 30000-656 CYL

01.07.2003

)

L

The same handles can also be used for turn-tilt and tilt-turn windows. Therefore side hung open in, turn-tilt
and tilt-turn windows can be used next to one another with the advantage of having the same appearance.
Finish: grip in aluminium and base in zinc alloy, always polyester powder coated (more than 250 RAL colours).
The cylinder locking handle can be locked in closed position.

Fixing holes see page B.1.14.
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Handle n° 30000-655 and

n° 30000-655 CYL \R N

B\
N
8

y

>

122.5

(3

o

throw X=17 mm
by turning 90°

n° 30000-655 L/ n° 30000-655 CYL L./

* The same handles can also be used for turn-tilt and tilt-turn windows. Therefore side hung open in, turn-tilt
and tilt-turn windows can be used next to one another with the advantage of having the same appearance.

* Finish: grip and base in aluminium anodised or polyester powder coated (more than 250 RAL colours).

* The cylinder locking handle can be locked in closed position.

* Fixing holes see page B.1.14.

Handle n° 30000-654 and

n° 30000-654 CYL el N
L
Y /

S

throw X=17 mm
by turning 90°

|
|
|
Q/ n° 30000-654 U n° 30000-654 CYL U
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Fireman’s axe handle n° 30000-659V, -657V, -656V, -655V and loose
grip n° 505 N %

3 h.a X 3
3% throw X=17 mm N

by turning 90°

throw X=17 mm
by turning 90°

| &

n° 30000-659V n° 30000-657V
\7 1

® The same handles can also be used for turn-tilt and tilt-turn windows. 8 q
Therefore side hung open in, turn-tilt and tilt-turn windows can be used
next to one another with the advantage of having the same appearance. \ 8

* Finish: - handle n° 30000-659V, -657V and -656V in zinc alloy,

=

always polyester powder coated (more than 250 RAL colours).
- handle n° 30000-655V and loose grip n° 505 in aluminium

anodised or polyester powder coated (more than 250
RAL colours).

® The handle can be operated by loose grip n° 505 or, in case of fire, the

square pointed end of a fireman's axe.
* Fixing holes see page B.1.14.
* This is especially suitable in places where only authorized persons can

open the windows, but in case of fire a fireman's axe can also operate
the handle. L

. n° 505
‘2-8 L3

3
throw X=17 mm %m throw X=17 mm

4
12 3
by turning 90° by turning 90° w\\ NT
™ ' 36
N
I

8

£ &
a8

\
/

iz

/ w X (. 25X
R l{g \ l\{g

8. L

n° 30000-656V n° 30000-655V
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9 Preparation

Handle preparation

Standard handle

1.5
70 82

5.5 1

I

11.5 1]

70 104

E-mail: commercial@sobinco.com

http://www.sobinco.com

|

A drilling jig n® 4000-396 is available for the
handle cut-outs.

Top and bottom hinge

7.5
—

100 I 20140-750
oo
|| a0
TS ;
—

12
 —

20140-751

115

N° 30000-950-1
Green (G)

WINDOWS
Handle type 'S'
|l 1.5
o
D
s M 11.5 -
70 8L 70 98
5541 5511
5 .
| g | 5
~—-—-”"”” ~—.—’/
Jig set n° 30000-950
for wedges
N° 30000-950-3 =1
Blue (B)
62
N° 30000-950-2 P
Red (R) E 125 72
675
-
300
775
400
375
1175(+8) 550
775 600
125
e 650
E@Wm
1375(+8) 750
| |
5 825
’12'57‘5(+B L

Side hung
open in windows
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® lLockcase n° 30000-720, operated by clip-on handle n° 4000-209.
* lockcase n° 30000-721, operated by a handle with square spindle of 7 mm. The lock can also be operated by

the Sobinox handles in stainless steel. See chapter K.15.

[

n° 30000-720

prmmmmen

30000-720-2

130000-720-1
[

130000-720-3 41

)

n° 4000-209
4000-209-1

4000-209.9

e mmmm e o fmemenm e o

For both lockcases use base set n® 20111, see page B.1.4.
The lockcases are made entirely of non-corroding materials.
The installation is only possible for vents over 700 mm high.

|Fb < 1201 mm|

1 1001-1050
| 1

Preparation vent section
30000-720

30000-721

Cut out until

depth A
wli J 1

Lockcase 30000-721

30000-720-2

ﬁJﬁaooao-7zo-w

30000-721-3

M5X10 ) |
Dind13 Lo-mme- 1
Only for fixing |
during trans- |
portation
(screws not
included)

30000-720-2

Demounting handle 4000-209
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|Fb > 1200 mm|
Preparation vent section
30000-720 30000-721
Fhl%
:Fh/Z R4
,%/ 2 Fh-A
o100 220 B 52
13011500350 | B |
1501-1800] 550 | R
T ~g01-2000[600 | R 5.5
= L
v 0 _
i 5201-2400[900 1 B/ o 30000-. ..
A D : 30000-. - - T .
| / Cut out until
0 | 100 A
— a0 [ 100 | [300-3%0 ] J L depth A
e ([ g | e
eieo0 | 200 | [401-40 L
soies0 | 20 [0 ]
51600 | 90 | 50150 ]
e | 0[S0 | gckease 30000-721
o700 |40 —w’ﬂ
O e [ 700 + 968 | [661-70 | B 30000-720-2
721 300 | 150 + 369 701-750 ;30 T -~
751- ~800 il
501-850 | 200 * 362 % 750 + 365 m] |||
851900 | 250 * 325 %@’ 300 + 365 Vi
950 | 300 + - + 365 y
n° 4000-209 :5011_]9000 350 + 365 901-950 if(’)% 6 .l
------------------------- 50| 400 + 365 | [951-1000 | ZE— s
4000-209-1 1 [1001 -T2 L Z2=—— sl 170p1-1050 [ 100+
1051-1100| 100 2365 WIE}O + 2x385 -
1150 150 + £X - 2x365 _
%0’ 200 + 21365 “0"”33 ﬁgg 2 I ]
h 501-1250 | 250 + szﬁg % 300 + 2x365 5
11251-1300 [ 300 * ;xigs %Ts?o'ﬂ’ T 20365 i
i H X - H
! T 1301-13%0 fgg : 365 | (13011350 [#00 * mgz N 5
: - -1400 ] 3x3! \ B j :
4000-209.9 o100 e st 100 + 5% RO L i
4000-209--{ | {10110 2 See  [rapi 140 [190 + 312 i - é
i 1451-1508 ;30 35 ﬁsn-/1505200 + 3x;§§ ||| Only for fixing ;
w, 3365 WEQSO + 3x | durlng trans-
{[1551-1600]250 * 1017 = 3x365 :
118511922 15511600 [300 * 30000-720-2 portation i
.......... i — “1EY74 (screws not
included) i T d
Demounting handle 4000-209
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WEDGES Fb=400-1200 |Fb=1201-1700

Fh= 600-1200 |11, 15 9, 10, 11, 15
Fh=1201-1800 |11, 12, 15 9,10, 11, 12, 15

Fh=1801-2400 (11, 12, 13, 15 (9, 10, 11, 12, 13, 15
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12 Order table

g

Fb=1201-1400 Fb=1401-1700

i & Fb=400-1200

= Fph —<
30000-659 30000-659 30000-659
+ 20110 + 20110 + 20110
+ 20140-35 + 20140-35
2x 4208-220 (-221) + 30140-790
Fh= 600-1200 (Fo= max. 1000mm)
or 2x 4208-320 (-321)
1x 20140-750 + 1x 20140-760
1x 20140-751 + 1x 30140-760
30000-659 30000-659 30000-659
+ 20110 + 20110 + 20110
+ 30140-800 + 30140-800 + 30140-800
Fh=1201-1800 (Fo= max. 1000mm) + 30140-790

or 3x 4208-320 (-321)
2x 20140-750 + 1x 20140-760
1x 20140-751 + 1x 20140-752 + 1x 30140-760

30000-659 30000-659 30000-659
+ 20110 + 20110 + 20110
+ 2x 30140-800 + 2x 30140-800 + 2x 30140-800
4x 4208-220 (_221) + 20140-35 + 20140-35
Fh=1801-2400 (Fo= max. 1000mm) + 30140-790

or 4x 4208-320 (-321)
3x 20140-750 + 1x 20140-760
1x 20140-751 + 2x 20140-752 + 1x 30140-760

TRANSMISSION RODS (in accordance with the vent dimensions)
30000-100 : transmission rod 100 mm
30000-150 : transmission rod 150 mm
30000-200 : transmission rod 200 mm
30000-250 : transmission rod 250 mm
30000-300 : transmission rod 300 mm
30000-350 : transmission rod 350 mm
30000-365 : transmission rod 365 mm
30000-400 : transmission rod 400 mm

Vent weight from 90 to 130 kg : + reinforcement set 30140-790

Order example:

Side hung
open in windows

A turn window with overall vent width (Fb) 1450 mm and overall vent height (Fh) 1600mm in which glass

has a thickness of 16 mm and a weight of 40 kg/m2. The handle height (A) is 600 mm.
Note: to determine the precise vent weight see next page.

Fittings to order: - 1x 30000-659 Rods: - 1x 30000-100

- 1x 20110 - 1x 30000-350
- 1x 30140-800 - 4x 30000-365
- 1x 20140-35

- 1x 30140-790
- 1x 20140-751
- 1x 20140-752
- 1x 30140-760
- 1x 30140-903 (option)
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I3 General information

- The CHRONO 20110 turn system can be used within the Fh/Fb sizes and weight limitations indicated on the
chart below. The ratio of the dimensions Fb/Fh must not exceed the value of 1.5. The handle height should not be
less than 1/3 and not be more than 2/3 of the vent height. Technical advise should be sought when the sizes of
your window are not shown in the chart.

- In schools and in other places where safety is important, we advise a window stay n° 30140-901, 902, 903 and a
handle with cylinder.

- Although the CHRONO 20110 turn system is made of non-corroding materials, the set should not be
installed in corrosive atmospheres.

- Sobinco cannot be held responsible for the malfunctioning of the CHRONO 20110 turn system if any non-Sobin-
co parts are used.

- All parts must be assembled according to the instructions as described in previous pages.

- Surface treatment of vent and frame must take place before assembly of the set to avoid affecting the operation
of the gear.

- Glazing must be in accordance with national standards.

- The window and gear should be kept clean and lubricated in accordance with our maintenance instructions
(copy available on request).

2220 18 16 14 12 10 Glass thick- §2 2236 232 20 18 16 14 12
2400 ZZBT\ L\ ness without 2400 % :\\ VNN NN
2300 3208_\ A air gap 2300 ﬁ\\ A\
el mm | kg/m2 P AL
2100 2R 10 | 25 el A VAN AN
2000 22 TRA 12 30 2000 2N
19004 A\ 14 35 1900 i\
1800_1\\ \\ \\ \ 16 40 1800 § s
1700 \ \\ \ 18 45 1700
1600 \\ \ 20 50 1600
1500 \\ 22 55 1500
1400 \ 24 60 1400
1300 76 o5 1300
b 200 8 o5 b 1200
< 1100 o T s < 100
" 1000 = e = 1000
= 34 85 S 900
v [
f 36 65 f ggg
5 max. 90kg ig 22 S o0 max. 130kg
O~ ® > S — N T 42 105 ~ © O O — N T D O~
width Fo —= idth Fo ——
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